
FEATURES

Bluetooth Compatible

USB Wireless Port (for use with XPD1 System)

USB Charge Port for Smartphones/Tablets

Woofer Size

Tweeter Size

Battery Life

Power Rating

MODEL COMPARISON

6” 6” 6” 6” 12” Dual 6” Dual 8” Dual 10”

1” 1” 1” 1” 1” Dual 1” Dual 1” Dual 1”

20 Hours 20 Hours 20 Hours 20 Hours N / A N / A N / A N / A

30 Watts 60 Watts 100 Watts 100 Watts 500 Watts
150 Watts  

(2 x 75 Stereo)
300 Watts  

(2 x 150 Stereo)
1000 Watts  

(2 x 500 Stereo)

Expedition  
Escape

Expedition  
Express

Expedition 
XP106

Expedition 
XP106w

Expedition 
XP150

Expedition 
XP308i

Expedition 
XP1000

PORTABLE PA
COMPARISON CHART

INPUT OPTIONS

Number of Channels

Combo (XLR-1/4”) Input

1/4” Input

XLR Input

1/8” Stereo Aux Input

2 Channels  
(Mic / Aux-Bluetooth)

3 Channels  
(Mic / Line / Aux-Bluetooth) 4 Channels 4 Channels 1 Channel

5-Channel  
Removable Mixer

8-Channel  
Removable Mixer

10-Channel  
Removable Mixer

5 (3 Mono / 1 Stereo) 6 (4 Mono / 1 Stereo) 8 (4 Mono / 2 Stereo)

3 XLR Inputs 4 XLR Inputs 4 XLR Inputs

EXTRAS

Link Output to Kaskade Multiple Systems

Included Wired Microphone

Included Wireless System

EQ Controls/Effects

Music/Speech Switch

Included Cables

Pole Mountable 

Integrated Carry Handle

Monitor Out Monitor Out

Bass and Treble Contour Switch Bass and Treble / 
Reverb Switch

Bass and Treble / 
Reverb Switch

Bass and Treble / 
16 Build-in Effects

1/8 inch cable XLR Mic Cable XLR Mic Cable 2 Speaker Cables 2 Speaker Cables 2 Speaker Cables

Expedition 
XP112A


